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Turning Copper into Gold

CCSK485: RS232/485/422 Interface Converter
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Product Brief
CCSK485 is enhanced RS232/485/422 interface converter which can convert signal port RS232 signal into RS422 or RS485 signal. The data rate is from 0 to 115.2bps. With external power supply, 2500V voltage resistant testing, in-built 2000W surge lightening protection, it is more safe and reliable to work in harsh outdoor environment. It is very easy to switch from RS485 to RS422 via RS485 or RS422 dipswitch. DTE and DCE dipswitch is also available to help customer to easily choose different networks. 

Features: 

1. RS232-RS422/485 bi-directional signal conversion; 

2. Transmission mode: Synchronous half duplex or Asynchronous duplex; 

3. Support point-to-point and point-to-multi point communication, upto 32/128 nodes;

4. In-built 2000W surge protection;

5. Traffic Control : self-test frame RTS or CTS signal; 

6. DTE, DCE optional;

7. Transmission data rate: 0~115.2Kbps auto negotiation;

8. Transmission distance: 0~12 Km;

9. Power Supply: AC, 5~15V, 300mA  
Technical Specifications: 

Interface: 




RS232, RS485/RS422 compatible;

RS232 interface: 


DB25 connector;

RS422/RS485 interface: 
Standard;

Transmission media: 

twisted pair or UTP

Transmission mode:

Synchronous half duplex or Asynchronous duplex

Communication Node: 
Support point-to-point and point-to-multi point 

communication, up to 32/128 nodes;

Environment: 



-25℃~80℃，relative humidity: 5%~95%
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