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Features: 

Support WEB,SNMP,Telnet and Console management  

2 TP port, 10/100M auto-negotiation, 1 FX port

Transmit distance range from 2KM to 120KM 

Support flow control function, TP port bandwidth rate range from N*64K(N=1~1600) to 100M bps

Managed interface can monitor and control the status of both local and remote side TP port and FX port

Built in 1M cache memory, support 2K MAC address 

MAC address auto-learning 

Support LLCF ( Link Loss Carry Forward)

LLD(Link Loss Detection) ,LLR(Link Loss Return)

TP port auto-negotiation , auto MDIX

 

Specification:

 

Ethernet Interface: Comply with IEEE 802.3, IEEE802.3U, IEEEE 802.3X

                                RJ-45(female), Full duplex and half duplex auto-negotiation 

Optical port: 850 nm for multimode, 1310nm or 1550 nm for singlemode

                     ST/SC/FC connector optional 

 

Order Information
 

  

	Part No
	Description of product

	ATOFE855DM
	10/100M stand-along managed media converter, MM, SC,1300nm, 0¡ª2 KM

	ATOFE855DMS-25
	10/100M stand-along managed media converter, SM, SC, 1300nm,0¡ª25 KM

	ATOFE855DMS-40
	10/100M stand-along managed media converter, SM, SC, 1300nm,0¡ª40 KM

	ATOFE855DMS-60
	10/100M stand-along managed media converter, SM, SC, 1300nm, 0¡ª60 KM

	ATOFE855DMS120        
	10/100M stand-along managed media converter, SM, SC, 1550nm, 0¡ª120 KM


Network Managed Media Converter
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Features:
 

Network managed via WEB, Telnet, SNMP or local RS-232 interface

Support SNMP v1/v2

Every port feature N*32K bandwidth control function, suitable for telecom rental line 

Managed interface can monitor and control the status of both local and remote side TP port and FX port

Node auto search or by hand 

Every module support plug and play function

Data record and recovery ,log enquiry function

Support LLCF ( Link Loss Carry Forward)

LLD(Link Loss Detection) ,LLR(Link Loss Return)

Port remark function

Intelligent Diagnostics for Fault Self-Detection, Voice alarm when error happen

 

Specification: 

2.5 U Chassis: 485*365*112mm

Power AC: 100-240V, 50/60 Hz  

Max installation 16 line cards 

Max data frame size: 2046 Byte, support Cisco ISL and VIP protoco

 

Order Information
  

	Part No
	Description of product

	ATOFE-855J
	16 slots managed media converter chassis

	ATOFE-855N
	Managed MCU card

	ATOFE-855KM
	10/100M Managed line card,MM,1300nm,2KM,SC,2 KM

	ATOFE-855KMS-25
	10/100M Managed line card,MM,1300nm,2KM,SC,25 KM

	ATOFE-855KMS-40
	10/100M Managed line card,MM,1300nm,2KM,SC,40 KM

	ATOFE-855KMS-60
	10/100M Managed line card,MM,1300nm,2KM,SC,60 KM

	ATOFE-855KMS-120
	10/100M Managed line card,MM,1550nm (DFB laser),2KM,SC,120 KM
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