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ATMDO-DF480E4，16E1+4*10/100M Ethernet Dual Optical Port PDH Multiplexer is an optical and electrical transmission equipment manufactured by ANDA Telecom With the ASIC as its core, it supports 4E1 channel, and 4*10/100M Ethernet, support dual optical port , and provide 1+1 service protection, it is very suitable for small-capacity switch networking, user loop network, mobile communications (base station), private network, DDN, etc.

Feature
● Provide 16E1 digital ports, 75ohm or 120ohm impedance options;

● Provide 4 10/100Base-Tx self-adjusted Ethernet interfaces

● E1 channel support BERT（Bit Error Rate Test）
● A RS232 asynchronous data port optional;

● Provide a set of control switch for device testing and maintenance；
● Based on ASIC, simple circuit, low power consumption and high reliability;

● Standard 1U rack with the characteristics of small size, light height, high reliability and easy for 

    installation;

● Dual optical port to reach 1+1 service protection;

● Can provide centralized shelf cards structure

	Technical Specification

◆ Optical Interface

Bit rate: 155.520Mbps

Connector: SC

Wavelength: 1310/1550nm

◆ E1 Interface

Rate:2.048Mbit/s

Coding :HDB3

Protocol:G.703; G.704;

Jitter tolerance: G.823

Connector:BNC, RJ45

◆ Operation Environments

Power supply: 220VAC or –

48VDC;

Working Temperature: -20℃～
75℃
Humidity: 5% ～ 90% (no

condensation)

Power dissipation： <10W

Size: 483 × 175 × 45(mm)


	Order information

N*E1+4*10/100M Ethernet PDH Multiplexer

MDO-DF120/240/480E4 4/8/16E1+4*10/100M Ethernet,

1310nm, FC,40km,AC or DC, Dual optical port

MDO-120/240/480E4 4/8/16E1+4*10/100M Ethernet,

1310nm, FC, 40km,AC or DC

N*E1+10/100M Ethernet PDH Multiplexer:

MDO-10E 1E1+Ethernet, 1310nm, FC, 40km, AC or DC

MDO-20E 2E1+Ethernet, 1310nm, FC, 40km, AC or DC

MDO-120/240/480E 4/8/16E1+10/100M Ethernet,

1310nm, FC, 40km,AC or DC

MDO-DF120/240/480E 4/8/16E1+10/100M Ethernet,

1310nm, FC,40km,AC or DC, Dual optical port

N*E1 PDH Multiplexer:

MDO-120/240/480 4/8/16E1,1310nm,FC,40km,AC or DC

MDO-DF120/240/480 4/8/16E1,1310nm, FC,40km,AC or

DC, Dual optical port

MDO-120T 4E1, 1310nm, FC, 40km, AC or DC, Mini mode

N*E1+Ethernet Modular PDH Multiplexer :

MDO-LAN 4/8E1+4Ethernet, 1310nm, FC, 40km, AC or DC

MDO-OTM 4/8/16E1+2Ethernet,1310nm,FC,40km,ACor DC

Modular Chassis PDH Multiplexer :

MDO-15 15 slots modular, 1 NMS modular is optional, 2

power slots, all kinks of 4/8/16E1 modular is optionalN
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Indicator light
POWER: Power switch on and green means OK

RUN: Green means working normally

STA : Dual optical interface model, operation is off on the main optical interface mean

SYLOS/1E-3 /1E-6: Optical interface data is off naturally

WORK(E1/Optic): Off means E1 or optical working normally

AIS:On when E1 receives AIS 
10/100:Ethernet interface bps: on=100M, off=10M

L/A: Ethernet interface connecting status: on means connection, sparkle means some data input
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